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Strut profiles with 8 mm slot

Strut profiles with a 8 mm slot are suitable for medium 
loads, such as material shuttles, light fixtures, frames and 
partition walls. 

Slot, modular dimensions, central bore

Profile finishing

Profile 30x60x60 is suitable for constructing showcases 
and flow racks. Attractive covers and hoods can be 
designed with radius profiles.

Minimum profile lengths (mm) for Quick & Easy standard 
profile finishes on one or both sides
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60x60 8N L (mm) No.

1 pc 50 ... 6000 3 842 993 033 / L

20 pcs 6070 3 842 535 176
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Quick & Easy (p. 2-8, see fold-out section)

60x60 8N 3 842 993 669 / ...

Length L (mm) 50 ... 6000

Standard profile finishes  
(note minimum length, p. 2-16)

M8 / D7.8 / D11 / DB11

Individual profile finishes  
(Lmax = 5400 mm)

DI / DIS / MT / MTS /  
MI / MIS / DG2)

2) DGmax = 45°; Lmin1 / Lmin2 = 404 / 508 mm
Cap Color ESD No.

60x60 8N (1x) Light gray 20 3 842 535 586

Material: PA

11x20 L (mm) No.

1 pc 50 ... 2000 3 842 992 476 / L

10 pcs 2000 3 842 513 581
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Quick & Easy (p. 2-8, see fold-out section)

11x20 3 842 993 688 / ...

Length L (mm) 50 ... 2000

Standard profile finishes  
(note minimum length, p. 2-16)

D7.8 / D11

Individual profile finishes —

Cap Color ESD No.

11x20 (1x) Black 20 3 842 513 584

Material: PA

30x45 L (mm) No.

1 pc 50 ... 5600 3 842 992 430 / L

1 pc M8 50 ... 5600 3 842 992 431 / L

18 pcs 5600 3 842 511 704
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Quick & Easy (p. 2-8, see fold-out section)

30x45 3 842 993 710 / ... 

Length L (mm) 50 ... 5600

Standard profile finishes  
(note minimum length, p. 2-16)

M8 / D7,8 (A,C)1) / D9,8 
(B)1)/ D11 (A,C)1) / DB11 
/ D17 (B)1)

Individual profile finishes  
(Lmax = 5400 mm)

DI / DIS / MT / MTS /  
MI / MIS / DG2)

1) For the specified slots
2) DGmax = 45°; Lmin1 / Lmin2 = 378 / 456 mm

Cap Color ESD No.

30x45 (1x) Signal gray 20 3 842 548 778

30x45 (1x) Black
ESD

20 3 842 548 779

Material: PP

Cap with hole Color ESD No.

30x45 (1x) Black 20 3 842 531 220
Material: PA
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